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STATYBOS PRODUKCUOS SERTIFIKAVIMO CENTRAS
Linkmeng g. 28, LT-0B2lZ Vilnius, Lietuvos Respubliko

13g7 -CPR-03S4

In compliance with Regulation 305/2011/EU'of the European Parliament and of'Ihe
Council of 9 March 201 1, this certificate ap-pfires to the construction product.

Constructi on product:-*el fib,ies,

Parameters (type): Hendix prime 75/522 
=-- 4roup l, lenQth 52 mm, diameter 0,75 mln; ,

- shape - deformed (with hooked ends) wilhout coating;
- tensile stren{th: 1500 N/mm2;
- consistence with 15 kglm3 fibres - Vebe time I s;
- effect on strenQth of concrete - 15 kgltrF to obtain

1,5 N/mm2 at CMOD=0,5 mrn qnd 1,0 Vmmz at CMOD=3,5 mm

-,', lntended use: for sttuctutal use in concrete, mortar and gtout

Russia

CERTIFICATE OF CONSTANCY OF PERFORMANCE

:r peformances.

Robertas Encius

EN 14889-l:2006.

under syste{}1 1 for the performanees'set out"in this certlflqate are applied and that
the-cgnstruction product fulfiii all the prescribed requirements for these


