No 08215

1. Unique identification code of the product-type: Round construction nails with plain shank with different length / diameter combinations — product types see table

EC Declaration of performance for nails
Severstal-metiz

L

Severstal

Metis

Achieve more together

below.
2. Intended use: The construction product for use in supporting timber structures
3. Manufacturer: JSC “Severstal-metiz”, ul.50-letiya Oktyabrya, 1/33, 162610, Cherepovets, Vologda Region, Russia.
4. Authorized representative: —
5. System of AVCP: 3
6. Harmonized standard: EN 14592:2008+A1:2012
Notified testing laboratory: No. 1045.1, Strojirensky zkuSebni Ustav, s.p. (Engineering Test Institute)
7. Declared performances
Performance
Essential characteristics | ¢20 | 222 | @25 | @27 | @28 | @30 | @31 | @34 | @35 | @38 | @40 | @42 | @50 | @55 | @6,0 | @65 | @70 | @76 | @8,0
mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm mm
h <tic Yiel
GhEBeR e ol 1001 | 1398 | 2375 | 2381 | 3227 | 3132 | 4330 | 4336 | 4676 | 7273 | 6617 | 9179 |11 819 |15 143 | 18 987 | 23 380 | 28 348 | 54 642 | 40 115
Moment — M y,k (N/mm)
CPEESE B Sl 245 | 245 | 255 | 245 | 272 | 245 | 266 | 245 | 245 | 256 | 2,45 | 257 | 245 | 245 | 2,45 | 245 | 245 | 2,65 | 2,45
Parameter — f ax,k (N/mm2) ' ’ ’ ' ’ ' ’ ’ ’ ’ ’ ’ ' ’ ' ' ’ ! ’
Characteristic Head Pull-through
_um_,mBmﬂmT?mmplz\BBNv 8,58 8,68 | 2495 | 858 | 2359 | 858 | 2197 | 858 | 858 | 2200 | 858 | 21,10 | 858 | 8,58 8,58 8,58 8,58 | 21,29 | 8,58
Characteristic Tensile Capacity — NPD

?m:m_x AXZV

Durability

Service class 1

The performance of the product identified above is in conformity with the set of declared performances. This declaration of performance is issued in accordance with
Regulation (EU) No 305/2011 under the sole responsibility of the manufacturer identified above.




